CR3

Color sorting machine

Hefei Longbow Optoelectronic Technology Co.,Ltd(Longbow)
is a professional supplier specialized in the R&D, production
of combined optoelectronic and mechanical product especially
the optical sorting machines.

Al Intelligent Service

High resolution full color camera.5400 CCD sensor.
High definition industrial lens.

Human-computer interaction.

Image Capture. Holographic Imaging.

One-key automation. Automatic System Check.
Sorting master .High quality ejector.

Intelligent lighting source. Target orientation.
Identification expert. Size identification.

Texture identification. Shape identification.
Edge identification.

Sorting accuracy infinitely close to 100%.

System Guard. Intelligent algorithm.
Automatic rectification. Targeted dedusting.

LonGBew

Presently Longbow developed high quality sorting technology
and equipment for applications on rice, millet, wheat,maize,

cereal, plastics, minerals, tea etc.

Air Consumption

Working Pressure

Weight & Dimension (L*W*H) | Power & Voltage

1000 KG 2KW
1795 x 1644 x 2013 MM AC220V/50HZ

<2 CBM/MIN

6-8 BAR




Color Sorting Machine

Configurations:
RGB CCD + talored chutes + LED+ Auto-calibration
+ Memory System +Secondary function

Sorting Materials:
Polished round grain rice, Coarse rice, Thaliand rice,
Dehydrate Vegetable,Mung bean,Wheat,Buck wheat

Air system:
Compressor + Tank + Dryer + Filter

Conveying system:
Elevator+Aggregate Bin+Outlet Hopper

Extras:
Platform,Air fan,Air Lock,Cyclone
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CR3
Side view

Machine Key Indicators

Channels material: Anodized Aluminum alloy
Chutes number: 3
Channels/ejector No: 192

Ejector brand options: SMC(Japan), CMC(China)
Ejectors frequency: 500-1500HZ
Ejector life: 5-10 billion

Ejector nozzel: Aluminum alloy

Touch screen (GUI): 10 inch, made in Taiwan
Light source: LED, 3-5 years life span
Camera: Phoenix, Sony

Pixel of camera: 5400

Lens: Sony, Phoenix

Machine performance indicators

Vibrator coil: 100% pure bronze

Hopper material: 304 S.S, food grade

CCD sensor: Toshiba

Pneumatic parts (filter, cylinder...): SMC (Japan)
Memory function: Available

Tertiary sorting function: Available

Signal Auto-calibration: Available

Sorting accuracy: 99.99%

Final rejection rate (bad:good): =30:1
Capacity: 2-5T/H

Note: performance data is altered to change depending
on different sorting material and contamination rate.
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LONG)B@‘W - The Cross of Fenglin Rd and Jingrong Rd,Shuangfeng Development Zone - Hefei - China - Tel.. +86 -551-66509985
www.forsort.com
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